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EXIT

SIGN FRAME
EDGE

PLACE CORNER SCREWS AS NEAR THEAA//
END OF THE ANGLE AS PQOSSIBLE
MAINTAINING A /" CLEARANCE FROM
THE ANGLE EDGE AND AVOIDING
CONFLICT WITH THE BORDER MAETRIAL

NUMBER PANEL

@ SIGN POST
(TYP FOR S OR
W SECTIONS)

SIGN BRACING DETAILS

NOTES:

TOP RAIL OF
SIGN FRAME

| —+——REFER TO BRACKET DETAIL

ON STD DWG SN 14 E

SIGN POST
(TYP FOR PIPE)

1.

2.

REFER TO STD DWG SN 14A FOR GENERAL NOTES.
USE 18-8 STAINLESS STEEL ROUND HEAD MACHINE
SCREWS WITH NYLON WASHER, STAINLESS STEEL
WASHER AND STAINLESS NUT.

USE GALVANIZED HARDWARE EXCEPT AS NOTED.

GALVANIZE FRAME TO MEET AASHTO SPECIFICATION
M111 (ASTM A 123).

REFER TO STD DWG SN 14E FOR SIGN FRAME
BRACKET DETAILS.

DESIGN EXIT NUMBER PANEL WIDTH FOR EACH SIGN.

USE AN EXIT NUMBER PANEL WIDTH EQUAL TO THE
SIGN PANEL WIDTH WHEN THE WIDTH DIFFERENTIAL
IS 1"- 6" DR LESS.
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